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Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 


Goldberg at the Home Office 
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3. DSD: 177, 1200CMB Card: CF304, 


Cutter: CW-1011 


4. Spaces/Inch: 1 = 913, 


2 = 831, 3 = 748, 4 = 665, 
5 = 583, 6 = 500, 7 = 417, 
8 = 335, 9 = 252, 10 = 169 


Depth/Inch: 1 = 334, 


2 = 308, 3 = 283, 4 = 257 


5. Opening Method Technique: TC-2 
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6. Carefully wedge a gap at the window and frame 


using an Ultimate Auto Wedge or an Air Wedge. 


Use the AutoSleeve to prevent damage 


to the paint. Note: Extra care should be taken 


when prying the window or door 


away from the frame. 


7. Insert the tool through the gap. Position the tip 
of the tool on the electric lock switch to open 
or by pulling out on the rocker button. 
Remove tool and deflate Air Wedge 
before opening door. 


8. Lock Picking Style PX: 


Ignition Lock: Acc./On/Start = CW, Off/Lock = CCW. 


Driver Side Door: Lock = CW, Unlock = CCW. 


Glove Box: Lock = CW, Unlock = CCW 


9. Side Impact Airbags: Inside Seatback Upholstery 
A 3/Inside Lower Pillar-Curtain. 
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10. Ignition Lock Removal. 
Location: Column Mount/Tumbles: 
10/Position: 1 –10. 


11. Position steering wheel column to remove 1 
(P-2) screw on bottom portion of column shroud. 


Remove bottom shroud. 


12. To remove top portion of column shroud, 
remove the 2 (P-2) screws holding shroud. 


13. Remove wiring plug 


for windshield wiper control assembly. 
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14. Remove 2 (P-2) screws 


of windshield wiper control arm. 


Pull outward on control arm to remove. 


15. Carefully pull outward on illumination ring 
to access ignition lock roll pins. 


16. To remove ignition lock, remove 2 roll pins, 
located at the nine and three o’clock positions. 


17. Door Lock Removal. 
Tumblers: 8/Positions: 3 –10. 
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18. Door Panel Removal. 


19. Remove side mirror interior access panel. 
(1-clip) Note: Some vehicles may have a radio 
speaker in panel. Remove speaker wire plug. 


20. Remove screw cap at door latch release lever. 


21. Remove 1 (P-2) screw 


at door latch release lever. 
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22. Remove screw cap at cup 


of door panel arm rest and door pull. 


23. Remove 1 (P-2) screw. 


24. Carefully pull upward on power door lock 


and power window assembly to remove. 


There are 3 snap-clips. Disconnect the power 


window and power door lock wire plugs. 


25. Carefully pull outward on door panel staring 
at bottom portion of door panel. (9 Clips). 
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26. Before removing door panel, 
slide panel towards door edge (towards door latch) 
to disengage interlocking hook 
on back side of lever release trim, 
then lift panel upward to remove from door. 


27. Disconnect door latch 


and door lock rocker cables. 


Notice hook on back of release trim 


that interlocks into door frame. 


28. Picture of back side of door panel. 


29. Pull back on plastic liner 


to access lock and linkage. 
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30. Disconnect linkage and remove C-clip 


on back of door lock, remove door lock. 


31. Picture of door lock. 


32. Glove Box Lock Removal. 
Tumblers: 4/Positions: 7–10. 


33. Remove 2 (P-2) screws 
and pull outward on lock to remove. 
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34. Glove box lock. 


35. Back side of glove box lock. 


36. Remove snap-on face cap from front of lock. 


37. Depress on holding wafer 
to remove core from housing. 
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38. Glove box lock parts. 


39. Front of vehicle. 


40. Driver side of vehicle. 
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41. Passenger side of vehicle. 


42. Rear of vehicle. 


